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ColibriDecoWall 250gsm

ColibriDecoWall digital wallpapers are made on the highest quality 

of wall covering are conveniently wounded on 76 mm cores that allow 

backing that dominates in the walicoverings world. It allows to 
apply and to remove walicoverings easily. The hot embossed surface 

and scratch resistance.
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Print Date  30.6.2016 

 
Product: Decojet 
 
 
Producer: Veika, UAB, Lithuania 
 
 
Properties: 
 
Patterns: 
 

 
Color: White 
Odor: No 
Roll width: 1.07m 
Roll lenght: 50m-1.5% 
Core diameter: 76 mm 
Weight:  
Non woven: ῀ 65g/m2 
Coating – plasticized PVC: ῀ 200g/m2 
Thickness: 0.35 – 0.6 mm 
Fire resistance: C-s2, d 0 class in according to ISO 13501-1  
Indoor suitability ranking:    AgBB/DƖBt certification and class A+  
 
Application: 
 
Digital printing using eco-solvent inks.  
Suitable for all solvent, UV and Latex printers. 
 

Additional recomendations:  
Recommended storage temperature: between +5°С and 40°С. 
For good process ability printing should be done at room temperature: 
between +15°С and +35°С. 

WallFlame,WallRay,WallLine,WallBoard,WallLeather
,WallSand,WallDrift,WallGrace,WallShell,WallMarbl
e,WallFrost,WallPlain. 


